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Abstract

Buildings are a major source of energy consumption. In the United States,
buildings are responsible for more than 70% of all power consumption. Over 40%
of this building power consumption is from th¢eating, Ventilation, and Air
Conditioning (HVAC) systemsModern technologies such as building Energy
Storage Systems (ESS), renewable energy sources, and advanced control algorithms
allow for secalled Smart Buildings to increase energy efficiency. $iBaildings
further benefit from existing in a Smart Grid environment, where information such
as pricing and anticipated power load is sent over two way communitcation between

the grid operator and the power consumer.

The traditional control systems fdnese HVAC systems are often simple and do
not exploit the principles of optimal contrdlhis study applies Model Predictive
Control (MPC) and ESS to the problem of controlling a Smart Building in a Smart

Grid environment.

Simulations are performed for wans optimal control objective functions. These
objectives includeprice minimization, energy minimization, and an introduced
Building to Grid (B2G) index optimization. The B2G optimizatiaims to both
decrease the price of power for the consumer whibédawg large spikes in power
consumption to maintain a steady load profile which benefits the grid operator. The
results show that MPC has potential for large performance insréagguilding
Energy Management, while meeting the constraints for B2G atiegr
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Chapter 1

1 Introduction

Increasing the efficiency of energy consuming systems is an important issue in our
increasinly energgonscious world. Buildings are a major energy comsuming
sector, accounting for more than 70% of the powarsamption in theJnited
States[1]. Of this, 40% of bulding power consumption is due to the Heating,
Ventilation, and Air Conditioning (HVAC) system. This large section of power
consumption has been a topic of active research into ways to increase the energy
efficiency andreduce emissions by employing advanced technology and control
techniques.

1.1 Smart Building Case Studies

A building that takes advantage of these emerging technologies is referred to as a
smart building Smart buildings may include advanced Building Energy
Management Systems (BEMS), renewable energy sources such as solar and wind
power, and Energy Storage Systems (ESS) such as stationary batteries and thermal
storage. The BEMS can have many features which contribute to the buildingOs
performane. The focusf ¢his thesis will be on designing BEMS control software
which improves the performance of the buildingOs HVAC system.

Additionally, studies have applied the BEMS towardsdsiing applicance power
loads, andontrolling the building lighting lad based m occupancy modelind@-his
is because the HVAC system is both a relatively large power load, and is

controllable.



Tashtoush et al J2introduced a componeiiased model for the control of an
HVAC system. The model consists of the energy use of the heatingpumidifier,

fan, mixing box, cooling and dehumidifying coils, and the energy loss through both
the ducts and the room the HVAC operates in. The energy use in heating the room is
modeled to be dependent on only the room temperature, wall inner &unpeand
humidity. The control algorithm developed had the goal of keeping temperature
constant while the outdoor temperature, lighting, and occupancy of the room varied.

Fong et al [B developed a componebased model of an air conditioning system.

Their model describes mathematical models for the energy use of the chiller and the
cooling coil. These models are based both on the physical properties of the
components, and their nominal efficiency. The model was used in the genetic

evolutionary optimizadn to develop an energy efficient control scheme.

Muratori et al [4 also developed a physitmsed model for HVAC power
consumption. Their model allows of the building to either use agledtric heating
system, or have an electridah, whichcirculates heat generated by a furnace. The
power consumption for the fan is modeled separately from the heat generation. The
heat transfer in the system is described with a simple thermodynamic model, where
heat can move between the HVAC, building, and theiremment. The power
consumption is based on the model for the fan, and the model for the electric
heating system.

Laio et al [§ developed a physical building model for estimating the indoor
temperature. The model predicted the temperature based dmeth®lk properties
of the HVAC system (including a water heated radiator) and building components,

the power supplied to the HVAC system, and weather conditions.



Cai et al [§ developed a component modesed optimization for the power
consumption of thecondenser water loop in an HVAC system. The power
consumption is the sum of the power consumptions of the chillers, pumps, and fans.
The model uses the nominal specifications (power consumption, heat capacity) of
the components along with adjustmefaictars, which account for the actual
properties when the system is not running atimer load or ideally. A genetic
algorithm optimization is performed on the model to find an optimal control
strategy.

Risbeck et al{] controlled a building combined heatilagd cooling system using
Mixed Integer Linear Programming (MILP). The model included binaryofbn
states and multivalue discrete states for the operator of each component. The results

were compared to a Linear Programming (LP) approach.

1.2 Smart Grid Case Studies

The impact that a smart building has on energy efficieny can further increase by
incorporating the building into a smart grid. In a smart,gritbrmation can be sent
through two way communication between the power grid distributor and the

consuner.

One beneficial concept incoporated with the smart gridyisamic pricing With
dynamic pricing, the price that consumers pay for electricity is dependent on the
demand. During peak hours where the demand is high, the price is high. During off
peak hous where the demand on the grid is low, the price is low.

Dynamic pricing is intended to incentize consumers to balance the power load. By
making the dynamic pricing available to the consumer, the BEMS can shift the
buildingOs scheduable power loads twese the price of the consumer. Loads that

can be scheduled, such as the HVAC and some applicances, can have the majority



of the load during hours where the price is low. This is advantageous for both the
grid operator and the consumer. The consumerdearease the cost of the energy
they need. The grid operator will have a more balanced load as some of the load is
scheduled to off peak hours.

Samadi et al [8]considered a smart grid with two way dynamic pricing
communication. The model used a real tipneing model which showed benefits
for both the consumer and energy provider.

Nyeng and Ostergaard][8ested their controller with both a radiative space heater
and a water tank heating system. They used both systems to heat a scale model
room, and comared the cost savings for a constant temperature thermostat to their
model, using both forecasted and actual pricing data from a Danish utility company.
They found that, with both heaters, savings of more than 7% in cost occurred. The
standard deviation ithe temperature was found to be higher when using their price
varying control model than without price response.

Lu et al [1Q considered ways of balancing the grid load using HVAC control. They
considered a model for residential HVAC systems. The stodgidered the ability

to use HVAC systems for ancillary grid servic&sm et a[11] proposed a model

for frequency regulation to regulate energy from unpredictable renewable resources
in a smart grid. Hirata et alp] proposed a redime pricing model dér the smart

grid which increased grid stability.

1.3 Model Predictive Control for HVAC systems

Model predictrive control (MPC) can be used to benefit the performance of the
buildingds HVAC system. The advantage of MPC is that it allows the system to
anticipde future changes and disturbances to the system dynamics. It also allows the
system to adjust to any disturbances over time.



MPC has been used in previous building HVAC control studiesing et al 13]
combined linear MPC with meual network for buildng HVAC control. The neural
network handled nonlinearities present in the building model. The hybrid model was

tested and validated on a commericial building.

Vasak et al [1ipresented an MPC algorithm for controlling the HVAC system of a
residential houshold. The resistor capacitor (RC) thermal model is used to model
the building.

Maasoumy et §l15] presented a building thermal model which used Kalman
fillering to update model parameters over time to account for modeling
uncertaininty and disturbance¥he model was validated using data from a
Michigan Tech office buildingThe model was then usddr MPC and Robust
Model Predictive Control (RMPC) control simulations.

Razmara et §l6] performed bidirectional optimization of a building HVAC system

in a smart grid. The study introduced the building to grid (B2G) index to find a
balanced optimization which both reduced grid peak load and HVAC run cost. The
control algorithm included options for curtailing load based on the operational limits
of the smart gd. The results foun@5% savings when comparedan unoptimized
rule-based controller (RBC)

Maasoumy et al [J]7presented an MPC approach for controlling the HVAC system
of a university campus building. The model focuses on controlling the mass flow
rate of the air in the HVAC system.

Wei et al [1§ considered the opitimization of a smart building that included
optimization of the HVAC system, PHEV charge scheduling, and battery energy
storage. MPC was used to formulate the control algorithm. Peakyetergand and
overall energy cost were decreased through use of battery storage and MPC.



Galus et al [1Pstudied utilizing MPC to control a smart grid with PHEVs and
building HVAC systems. Nowak et al [R@ompared MPC to using a fuzzy logic
control algorihm when performing optimal control of an HVAC system.

Halvgaard et al [21presented a MPC algorithm for smart building control. The
model was developed for a residential building with floor heating systems. The
controller used dynamic pricing informatiom shift power loads to times witbw
energy cost. Rehrl et al [RAsed MPC along with feedback linearization to control

a component level model of an HVAC system.

Kelman et al [2B used MPC to study a nonlinear HVAC control problem. A
problem formulabn for the nonlinear system is presented. Local optima were found

to the nonlinear optimization problem.

Ma et al [24 showed a comparison of a simulated and experimental MPC
implemetation. The MPC logic to control an HVAC system was tested through
simulaton and then validated through experimental implementation on a university

campus building.

1.4 Technical Scope of this Thesis

The studies available in current literature have studied many aspects of smart
building control and interaction with the smart gritHowever, there are
shortcomings in the literature which this thesis will addréks. objectives of this
thesis are to establighe technical base required to formulate the building MPC
problem, then fill the following gaps in the current scientifierbtture.

Various studies have designed MPC algorithms for building HVAC systems.
However, to the authorOs knowledge, very little research has compared the relative
effectiveness of different control actuators for the sdwidéding HVAC system

Thie study wll compare controlling the HVAC system by varying the air mass flow



rate, supply air temperature, and a combination of mass flow rate and supply
temperature.Scenarios with both dynamic pricing and flat pricing will be
considered. Additionally, the effeof adding battery energy storage to the building
HVAC system igresented.

This study will also build upon previous reseafth] covering integrating smart
building control into a smart gridvork on B2Gintegration is currently limited.
This study will build upon the results inlf] to perform B2G control with a
comparison of different control actuation modes for the HVAC system, and
comparisons of the B2G objective function to other grid and consumer focused

objective functions.

The scope of this work MW encompass simulations based upon a Michigan
Technological University office building. The physical model is based upon and
validated with this building. Then, MPC problems are defined using this model as
the plant.

1.5 Organization of Paper

The organizatin of this paper will now be outlined. The preceding chapter has
introduced the concept of smart control of smart buildings in a smart grid
environment. The next chapter will introduce the physical theory and mathematical
techignues required to simulate ®For a buildingOs HVAC system. In Chapter 3,
building HVAC energy optimization results will be presented, comparing mutiple
control cases for the system. Chapter 4 will introduce aspects of the smart grid into
the control simulation, and strike a balateween optimizing the benefit for the
single building and the grid as a whole. Finally, Chapter 5 will offer conclusions on
the study angbotential paths for future work



Chapter 2

2  Modeling and Optimization

2.1 Building Thermal Model

The goal in this chapter is toddop the mathematical tools required to model and
control the HVAC system of a smart building. First we will develop the physical
model for heat transfer in the building.

The building being modeled is Michigan Technological UniversityOs Lakeshore
Center.The building is used for administrative offices and offices leased to local
businesses. The Lakeshore Center was chosen for this study because its construction
and inhabitance schedule are typical for an office building. Additionally, the
recorded databasef the buildingOs temperature and power consumption was
available through the Building Energy Management System (BEMS) for use as
model validation.

tee

L
[
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Figure 2.1: Lakeshore Cent@uilding Test Bed in this Thesis



A physicsbased model for heat transfer this building will be developed. The
model will be based ofundamentalheat conductionconvection and radiation
equations:

N TR (2.1)
N T PR
T
: P (2.2)
TA
Uy 1O 1 (2.3)

Here! s is theconductive heat flow, is the temperature of one node in the
thermal model, Tis the termperature of the adjacent thermal node, A is the surface
area, Kk is the conductive heat transfer coefficient, h is the convective heat transfer
coefficient, x, is the thickness of the materidl,is the emissivity of the radiating
surface, is the StefasBltzmann constant, ., is the radiative heat flow, andal

is the temperature of the radiating surface.

The conductive and convective resistances for a thermal circuit can bebglyfén

and% )

Using these fundamental equations, the convection of heat through the air in the
rooms, and the conduction of heat through the walls and windows, will be modeled.
The heat transfer model will consider a typical room inLthleeshore center. Other
rooms surround three sides of the room. The fourth wall is adjacent to the outside
and exposed directly to outdoor temperatures. This room is serviced by a heat pump
HVAC system, and an energy model for this HVAC system will alsddweloped.

This single room will be scaled up to model a building with 30 rooms.



Figure 2.2 shows a schematic of the thermal model. The room temperature is
dependent on the surrounding room temperatures, the outdoor temperature, and the
thermal properés of the walls and windows.
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Figure 2.2 System schematic. The model represents the heat transfer of a room in
the Lakeshore Centehdapted from [15].

The model type is referred to as an RC thermal model. The model is directly
analogous to a Resist@apacitor (RC) electrical circuit. Each component of the
system (walls, air in the rooms) has a thermal resistanceapatitance, which
dictates the dynamics of how heat flows through the building. Once these material
properties are known, a system off@liential equations can be written which
describes the heat transfer over time. The RC thermal modeinsionly usedor
modeling heat transfer in buildings.
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Figure 2.3: RC heat transferodel Thermal resistance and capacitance of each
wall, room, andvindow combine to form a thermal circukdapted from [15]

The heat transfer through any material can be modeled by considering the thermal
resistance and capacitance of the materials. The model is based on the thermal
resistance and capacitance of tmls and rooms of the building. For megianed
windows and layered walls, the thermal properties of each layer are combined in
series to give an overall thermal resistance and capacitdheeheat transfer
through a wall is:

Ly ..”,#' Zin - (2.9

¢y,

Here Gi; is the specifice heat pacity of the wall between ro@nandj, Tu; is the
temperature of the wall between nesi andj, T, is the temperature in rookp and
Ruwij is the thermal resistance of the wall between rooamsij.

The rate of temperature change is based on the adjacent node temperatures, and the
resistance and capacitance of the wall. This is the thexasfer model that will be
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used as the basis of the dynamic model for the control model. The addiieced
that must be added into the model are the inputs from the HVAC system.

2.2 HVAC model

In this section the energy model for the HVAC systenh lva developed. This will
complete the model for heat transfer in the Lakeshore Center.

The Heating system in the Lakeshore center is a ground source heat pump (GSHP).
A GSHP uses thermal energy from below ground. It takes advantage of the
relatively congant temperature of the ground below a few meters. During cold
months, heat is extracted from the relatively warm ground by the heat pump. Figure
2.4 shows a schematic of the system.

To and

Heat Pump From
Ground

<t—-+—

’H'*_jl
%

Supply Air
to Roo?i
Heat Exchanger -
In Air Duct / Office Room

[

Figure 2.4 HVAC systemsetup The GSHP supplies heat, which hemtswhichis
then circulated into the room by a blower in the HVAC dAdapted from [15].
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The GSHP supplies hot water to a heat exchanger in the ventilation duct. The supply
air temperature is increased by passing through the heat exchanger, and tien into
room to supply heat.

For control purposes a simple model will be adopted for the electrical energy
consumption of the HVAC system. This model is based on the nominal coefficient
of performance (COP) of the system. The energy consumption of the HVAdInsys

is modeled as

e (N, ) (2.9

Here COP is the coefficient of performante, is the mass flow rate of air from
the HVAC system in roon, ¢, is the specific haacapacity of the air, Jis the
supply air temperature from the HVAC system in rogmand T; is the air
temperatuer in room

The room temperature is dependent on the surrounding room and outdoor
temperatures, the internal wall temperatures, thenleproperties of the walls and
windows surrounding the room, and the temperature of the air supplied by the
HVAC system (supply temperature) and the mass flow rate of the air coming from
the HVAC system. It also depends on any internal heat sources thighinom By
combining Equation2.4 and 2.5, the model for temperature in rooimwith an
HVAC system is:

) Ty—Tr,

!!!'d_t.zzml! : eyt by (2.6

Depending on the control mode of the HVAC system, the mass flow rate, the supply
temperature, or both may be variabléie model will consider a building with 30
zones, whiclare each serviced by an HVAC system.

These differential eqtians describe the behavior of the syst&ith the physics

based heat transfer model and energy consumption model, we can develop a system
of differential equations for the heat transfer dynamics of the builtiingrder to
develop the control model, tiifferential equations will be transét into a state

space equation.
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2.3 State Space Model

For control purposes the model is converted into a set of state space equations. We
define the state equation

O LR LI LI LI A O | O [ P I | R | B 1 2.7

Here x is the system state; 16 the room temperatureyq is the wall temperature
between node 1 and the adjacent nodeg{@r3,4,5}.

Then, using equatio(®.6) along with ths state definitionthe state space model is
defined.Using standard technique®wind that the state model is:

2.9

Here C'is the thermal capacitance of the inner wall5jsRhe thermal resistance of
theinner walls,! ;. is the thermal capacitance of thvall between the outside and

the room,! .  is the thermal resistance of the wall between the outside and the
room, and the remaining symbols are as previously defined.

Then by definingmatrices with the appropriate dimensipithe final state space
model is

P e (29
Lo (2.10)
where,

Ty (2.11)
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IR I T Iy (2.12)
Iy (2.13

Here the terms in the disturb@&neectord, T4, are the temperatures of the adjacent
zonesFor full details of the state space model, see Appendix A.

The standard control molddor this heat pump is to consider the supply air
temperature as a control variable and the mass flow rateecsupplied air as a
constantThis leads to the linear model presented in EquatiomA@&natively, the
supply temperature can be kept constant with a controllable mass flow rate. This
problem formulation simply reverses the position of mass flow aate supply
temperature in the state space equation formulation.

Under mass flow rate control, the input vector is defined as:

AT
And theA matrix is adjusted appropriately.

In both of these situations, the system dynamics are linear. The dgneamde
formed into a system of linear equations. Finally, we can consider the case where
both the mass flow rate and supply temperature of the HVAC system air supply are
controllable. In this case, the system dynamics are nonlinear, which complicates the
mathematical formulation and solutioBpecifically, notice that the system state
now depends on the product of two variable system inputs (the notable terms are
bolded for emphasis):

L ()

Due to these pructs between control variabldkjs nonlinear control problem is
more difficult to solve than the two previousplems, because it cannot be solved
using standard Linear Programming (LP) techniguiedinear system of matrix
equations such as Equation 2.9 cannot be defined for this systeoive will be
chosen for thisstudy, whichis capable of solvingnonlinearprogramming (NLP)
optimization problems.
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2.4 Model Validation

The mathematical model that has been developed up to this point needs to be
validated.If the model does not accurately represent the system dynamics, any
simulation results using them may ro# valid. The values of parameters used for

this validation are shown in Table 2.1.

Table 2.1: Parameters for model validation

Parameter Definition Value
C Specific heat capacity of air 1005
P J/kg.-K
Pair Density of air 1.205%
Coefficient of performance ¢iVAC 3.2
CoP
heat pump
I Area of window 3!
I Thickness of window glass 0.01!
I w Conductivity of window glass W(}'??SK
i Density of inner three walls 240%
. Densty of outside wal 20004
Kin Conductivity of inner three walls | OI'?A',?
D out Conductivity of outside wall W(}'TZIZK
W Convection coefficient for inner threq 5! /! '. K
n walls
h, Convection coefficienfor outside wall| 20 W /m?. K
Iy Heat storage capacity of walls 8oo! ! 11
P L TIME 0T Ty Surface area dbng inner wall 27.54! !
P DTN = 2) Surface area afhorter inner wall 22.95m?
Ay (Where j = 4) Surface area of outerall 19.95m?
Li, Thickness of inner three walls 0.15m
Loyt Thickness of outewall 0.70m
" Mass flow rate of aifrom the HVAC 0.52k9
" system sec
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The model was validatedsing da& collected from the Lakeshore Center. The
Lakeshore CenterOs Building Management Software collects temperature data for all
zones in the building and the temperature of air supplied by the HVAC system. The
input temperature from the HVAC system and ro@mperature wereneasured

over aoneweekperiod To validate the model, the same inputs were applied to the
model and the system dynamics were simulated. The simulated and measured
temperature profiles can be foundrigure 2.5

N
N

T

= \leasured
= = = Simulated

N N
o —

Room air temperature (°C)
©

—
Qo

Mon Tue Wed Thu
Time (day)

Figure 2.5 Validationof the building HVACmodel. The temperature profile from
the simulation dsely matches the measured data.

The results inFigure 2.5validate the system model. The simulated temperature
profile is very similar to the measured values. The validated modelma be used
to design the control algorithm.
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2.5 Optimization and Optimal Control

The field of optimization is concerned with finding the minimum or maximum point
of a function thatsatisfies a set of constraints. optimal control, the goal is to
choose control inputs for a dynamgystem thatoptimize the value of a cost
function. The theoretical basis for optimal control is basedhen Calculus of
Variations A typical optimal control problem takes the form:

"% f(x) (2.14)

st g (1)1 T N (2.15)
L) I forj=1,..,n (2.16)
x <0orx=0 (2.17)

Heref(x) is the objective or cost function. h(x) and g(x) are constraints imposed on
the problem. The constraints can tdke form of equality or inequalitgquations
thatmust be satisfied. The goal is fiad the minimum of f(x) which is within these
constraints. If no solution is found which satisfies the constraints, the problem is
infeasible.

2.6 Model Predictive Control (MPC)

Model predictive control utilizes optimal control theory to implement a-tneed
controller. A typical optimal controller will predetermine the optimal solution
offline; e.g., if the objective is toptimize the HVAC systemOs behavior over the
next 24hours, the optimal control problem will be solved at the beginning, and then
implemented over the 24 hours. With MPC, the controller inputs are chosen in real
time over the24-hour period. This allows the controller to more easily adapt to any
disturbancs. Specifically, this study will utilize receding horizon contiéigure 2.6
illustrates theeceding horizoMPC concept.
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Figure 2.6: Receding Horizon Model Predictive Control. New Prediction Horizons

Additionally, MPC allows for the controller to anticipate changes in the system
dynamics and adapt accordingly. The controller is provided with some forecast of
disturbances to the system, i.e., a weather forecast in the case of building HVAC
cortrol. The controller is using fokaowledge of the information when forming the
optimal control problem, and thus can utilize it to find a more optimal solution.

An objective function and the problem constraints are formed ovepréuiction
horizon. The optimal control problem is then solved, and the first inpainfrthe
solution is applied. Theystem dynamics then iterate to the next time step. A new

| | t+2 | | | t+3

are formed over the contrdbmain Adapted fom [25].

predictionhorizon is formed and another optimal input is solved.
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2.7 Battery Model

This section will deelop a model for the dynamics of a battery used in
conjunction with the HVAC system. The battery is used as an Energy
Storage System (ESS), where energy can be stored by charging the battery

and then the battery is discharged to power the HVAC system.

Here, anLG Chem5kWh Air Cooled Batteryjrom Michigan TechOs Energy
Mechatronics Lab (EML) is usedhe model is based on performance maps
that are available for the battery. These maps dictate the maximum charge
and discharge power achievable by the batsgéra given state of charge

(SOC) and temperature. Thewper maps are shown in Figure 2.7.

80

Vmax =
Vmin =
_ Vmin =
Vmin =

60

40

20

Power (kW)
o

-40

-20

-40

Simulated Pack Power at Various SOCs & Temperatures, BOL, 10s Pulse Data

a10v
260V, T>=15C

240V,0,510,-10C
211V, T<=-20C

Regen D 50%

20 0 ) 50 o 70

Prolonged operation at
high temperatures will R65%
compromise life of the cell

R55%

-50

-80

Figure 2.7Power Map for LG Cam 5kWh Air Cooled BatteryData from

The maximum discharge and charge power of the battery is determined by
the SOC of the &ttery. The SOC is calculated using the following difference

equation 18]:
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[26].
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Here SOC is the state of chargesaReis the power charging theattery, RischargdS
the power discharging from the battery, V is the voltage across the battery isnd C
the capacity of the battery.

2.8 Numerical Methods

The control problems in this thesis will be solved using the YALMIP salver
MATLAB . YALMIP is a freely available toolbox for solving model predie
control problems in MATLAB.It has the advantage of simplifying the process of
translating the formal mathematical statement of the optimization problem into
MATLAB code. Details on YALMIPand its usagare available ing7].

The solver used in this study in YALMIP is the IPOPT solver. Since the control
problem formulation is nonlinear when both supply temperature and mass flow rate
are controlled, e solver must be able to selwmonlinear programming (NLP)
optimization problems. The solver is able to solve NLP control problems. The
IPOPT solver uses inner boundary value techniques to solve nonlinear control
problemsMore information on IPOPT is available i2§.

With the systen modeling developed and the theory of the optimization problem
reviewed, the energy optimization problem can now be formed and solved.
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Chapter 3

3  Optimal Control of Building Energy Cost

Buildings account for over 70% of power consumption in the Unitate&tOf this,
over 40% is used by the buildingsO Heating, Ventilation, Aanc€Conditioning
(HVAC) system Traditional HVAC control algorithms are often simple-affi or

rule based controllers (RBC). Figsré.1 and 3.2 show éhsimulated behavior of a
building where the HVAC system has an RBC. The logic for the controller is the
same is that used in Michigan TechOs Lakeshore Center.

The RBC used followed the following logic. When the temperature in the room was
within the comfort bounds, the HVAC systenmpgply air temperature was the same

as the temperature of the air in the room and air was recirculated without heating.
When the room air temperature was below the allowed bounds, the supply air
temperature would increase to 32 C.

RBC Temperature Profile

34 [ U T L
= = = Bound
321 i = —==Bound
i ! | H
30+ i ! i Room air ||
—~ i : P =-=--Supply air
O 28| i i I .
Z i b
o 26 i i P i
E i D
= ! 1 !
I ¥/} ! i P! -
g S b s~
S N I s~
g 220 PNed e R R ———— - .
~ ! ! i !
I H e
20L = T N P e o
— — i N
(1 I — '/"'( I
16 r r r r
0 5 10 15 20

Time (hour)

Figure 3.1: Room Tempedrtae Profile with RBC.
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RBC Energy Consumption

40 L L L —_ 400
= Electricity Consumption
| == = Hourly Dynamic Pricing

30 B ! : 300
el i e
~— l-J I ;
5 ' s
XS] 1 | B
Q 1 1 ;
E 20/ o 1200 €
%) 1 Q
s - 1 | s
o r 1 | o
3 i A :
£ 101 — T 1 - 1 1100 &
o =1 Iy - 1 = I °
SRR A N S L

_—— [ | !-_—- I—-—-l

0 r r r r 0

0 5 10 15 20

Time (Hour)

Figure 3.2: Electricity Consumption with RBC.

Rule Based Contrak simple to implement and can keep the roomOs temperature
within constraints. But, there is a large potential for increasing the systems
performanceSome shortconmgs of the method can be seen in Figures 3.1 and 3.2.

In Figure 3.1, the room is heated more than necessary to stay within the desired
temperature constraints, which means more energy is used then is necessary.
Additionally, the controller does not accduor the hourly variations in the cost of

the energy usedn Figure 3.2, the large spikes in electricity consumption do not
correspond with hours with the lowest energy dossummary, mither the cost nor

the amount of energy used is optimized.

By ugng optimal control these shortcomings of the RBC can be overcome.
Specifically, the goal in this chapter is to develop an optimal Model Predictive
Control (MPC) algorithm for the Building Energy Management System (BEMS).
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3.1 Optimal Control Problem Formulation

As explainedin Chapter 2the goalin optimal controlis to optimizean objective
function while staying within given constraints. In the case of building HVAC
control, the objective will be to minimize the price of running the HVAC system.
The congtaints are the upper and lower bounds on room temperature to maintain
comfort,constraints caused by the capabilities of the HVAC system, and the system
dynamics.

As previously explained in ChapterMPC is a practical way to implement optimal
control ona dynamic system subject diisturbancesPrevious studies have utilized
MPC algorithms fo building energy management.

The optimization problem can be stated as:

miny, e{(l, * Phyn) + p(IEch +|et] )} (3.1)

subject to:
Xerk+1lt = A Xeapge T BUerpge ! P (3.2)

|||||t:Cxt+k|t ..................................................

T (3.4)

Divrn ! Do 01T (3.5)

Yo L D b P ! Ty (3.6)
Ly 1! (3.7)

Here!\, is the hourly dynamic price of electricity, is the weight on the soft
constraint penalties from theask variables, anti, and!, are the upper and lower
slack variables. Equations 3.2 and 3.3 present the_system dyanmics as defined in
Section 2.3! land! are the lower and upper constraints on the input vector u.
L!and!"_ areconstraints on the hourly change in the input vector u.

Theobjective function is defined using the Energy Index
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N INOIRTOINNO] (3.8)

Where
LM r } (M g [!! M! l!!(!)]!!!! e, 9)
NOIREOITAINGINNG] (3.10)
LM { ) I3, 11)

P is the power consumed to heat the roomisRhe power consumed to cool the
room, and Pis the power consumed by the fan in the HVAC systdare,! is the
power coeffient for the fan

The equality constraints in the optimization problem are representative of the system
dynamics. In order for the problem to be feasible, the state equations of the system
dynamics must be true. In this way the system dynamics are implicitly considered

by the optimization problem.

There are inequality constraints on the inputs. Some of the inequality constraints are
due to the physical limitations of the HVAC system. These are the upper constraints
and the constraint on the difference between consecuhputs. The lower
constrainton the input, which determines tiheinimum allowable mass flow rate of

air in the optimization problem, set to meet the ventilation requirements for the

building. The ventilation constraint!” ., is implemented to ewre the Air
Changes per Hour required by ASHRAE standards ar¢29kt.

The constraint on the output (room temperature) is to ensure comfort. The
constraints are based on ABKAE standards for comfor{29] The comfortable
temperature range is tighter dugithe day when the office is occupied, and relaxed
at night.

In order to ensure that the solver finds a feasible solustatk variables are
introduced o relax the comfort constraint$q]. In this way, the system is permitted

to leave the comfort consints if no feasible solution is available otherwise. A
penalty term is introduced into the objective function using the slack variables.
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Tuning the coefficient' on this term allows for a tradeoff between price and
comfort.

The optimization problem is tminimize the cost of running the HVAC system with

a time varying price! !!--# I' Dynamic pricing is a concept where the price of
electricity varies over the cowsf the day based on demaiktburs with higher
energy demands will have higher pric@his study assumes that these prices are set
24 hours ahead based on the predicted grid load. Thiso@4 ahead pricing

information can be leveraged by the controller to provide price savings to the
building owner.

This general problem can be approatime different ways. The HVAC system

this buildinghastwo possible controbariables: The mass flow rate of air into the
room, and the temperature of the air supplied to the room. Both the mass flow rate
and temperature can be varied to control thewarnof heat supplied to the room.
Three cases will be examine() supply temperature contrdfii) mass flow rate
control, and(iii) combined supply temperature and mass flow rate confia.
system will be simulated using these three possible comtmsatdof controls
variables, and the results will be compared.
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3.2 Price Minimization with Supply Temperature Control

The system wasBrst simulated in supply temperature control mode. The mass flow
rate of the HVAC system was set to a constantevalud the heat supplied to the
room was varied through varying the supply temperature of the heat pump.

The performance in supply temperature control mode was turtesl.cdst of
running the HVAC system varies depending on chosen mass flow rate seTpoint.

high and too low of a set point can increase the &sious set points were chosen

and the system was simulated at each set point. The optimal mass flow rate is found
through this tuning processigure 3.3 illustrates the results of this tuning pssc
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Figure 33: Tuning Curve for Supply Temperature Control. The Price is optimized
for this mode when Mass Flow Rate is sed.tbkg/s.

The optimal set point for the mass flow rate was found t0.b&g/s. The monthly

cost to run the HVAC system ireases if the mass flow rate is changed in either
direction. The cost increases drastically as the mass flow rate is increased. This is
because a large amount of air is being recirculated by the HVAC system even when
very little heat is required by the nmo The cost also increases if the mass flow rate

is decreased. This is because the systemOs actuation is not strongmveoutite

mass flow rate is decreased.

The results of an optimal control smation over 24 hours with the optimal mass
flow rate setpoint is shown inFigure 34. These results show faw interesting
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features ofoptimal price minimization Some preheating occurs when prices are
lower so that the actuation can be low during hours with higher prices. In general
the room temperature stagiose to the lower limit.

Room Temperature Profile, Suppy Temperature Control
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Figure 34: Temperature profile for supply temperature control c(aia('e.:O.Z kg/s)

The control inputs for the HVAC are shownFkigure 35. The mass flow rate is set
to 0.2 kg/s as chosen by the tuning process. Thelgupmperatureshown is the
input chosen as the solution to the MPC problem.
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Control Inputs For Temperature Control Case
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Figure 35: Control inputs for supply temperature control case.

3.3 Price Minimization with Mass Flow Rate Control

The system was next simulatedtive mass flow rate contrahode. Thesupply air
temperaturef the HVAC system was set to a constant value and the heat supplied
to the room was varied through varying the supply temperature of the heat pump.

As with the previous supply temperature control results, the system wexb ttun
chose the optimal set point. The tuning curve for the constant supply temperature set
point is shown in Figure 3.6.
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Figure 36: Tuning Curve ér Mass Flow Rate Control. The price is minimized
this mode when supphir temperature is set to Za

The optimal set point for the temperature was found to be 25 C. The monthly cost to
run the HVAC system increases if the supply temperatunersased or decreased.

The results of an optimal control simulation over 24 hours with this supply
temperatte is shown irFigure 37. Some preheating occurs when prices are lower
so that the actuation can be low during hours with higher prices. In general the room
temperature stays close to the lower limit.
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Temperature Profile, Mass Flow Rate Control
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Figure 37: Temperature profile for mass flow ratentrol case.

The control inputs for the HVAC system are shownFigure 38. The supply
temperature is set to 25 C as chosen by the tuning process. The mass flow rate
updates every hour as chosen by the optimal control algorithm.
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Control Inputs for Mass Control Case
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Figure 38: Control imputs for mass flow rate control case. The constant supply
temperature value was determined by a tuning process. The mass flow rate values
are determined in real time by the optimal control algorithm.

3.4 Price Minimization with Combined Mass Flow Rate and Supply
Temperature Control (‘Nonlinear’ Case)

With solutions found for the cases with separate mass flow rate and supply
temperature control, the combined case will now be solved. In this case, both supply
temperature and mass flow rate of the HVAC systembsanpdated every hour.

This has the effect of strengthening the actgatirere is more flexibility in the
amount of heat transfer in any hour, giving the potential for a more optimal set of
inputs.This problem also has added computational complexitypeoed to the two
previous cases. As previously explained in Section 2., the dynamics of this control
problem are nonlinear when both mass flow rate and supply air temperature are
variable. This additional computational complexity makes the problem more
difficult to formulate and solve, contrasting the previous linear simulations to this
nonlinear simulation. For convenience the combined rflags rate and supply
temperature problem formulation will henceforth be referred to as the nonlinear
case.
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Figure 39 shows the resulting temperature profile from the combined mass flow
rate and supply temperature control case. The advantage of this control mode can be
seen in the supply air temperature profile. The number of hours where the HVAC is
strongly actuated idecreased compared to the solo supply temperature case.

Room Temperature Profile, Combined Mass Flow Rate and Temperature Control
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Figure 39: Temperature profile for combined supply temperature and mass flow
rate control.

The control inputs shown ifrigure 310 show the advantage of the combined
control case. At times whemower is cheap, both the mass flow rate and supply
temperature increase. Otherwise, both inputs are set to their minimum. These plots
clearly illustrate that the nonlinear case has the effect of making the actuator
stronger.
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Control Inputs for Combined Mass Flow Rate and Temperature Control Case
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Figure 310 Control inputdor combined supply temperature and mass flow rate
controlcase.

The behavior of the combined control casealso illustrated in Figures 3.1dnd

3.12 They show the dynamic price profile used during the simulation, and the
HVAC power consumption and rwost at each hour. The strong actuator provided
by the combined control means that power spikes only occur during hours with low
price.
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Electricity consumption (kW)

Electricity consumption cost ($)

Hourly Electricity Consumption for Combined Mass and Temperature Control
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Figure 311 Hourly Power Consumptiofor nonlinearcase.
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Figure 312 Hourly Costfor nonlinearcase.
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3.5 Control Mode Comparison

A comparison of the above resultssisown inTable 31 below.

Table 3.1: Comparison of cost and electricity consumption for all four
control modes

Control Mode | Mass Supply Monthly | Daily Cost Energy
Flow Temperature | Cost Electricity Saving | Saving
Rate © Consumption | (%) (%)
(kg/s)

RBC 2(.4) 32 $850 326kWh - -

Mass Control | Variable | 25 $516 242 KWh 3% 25%

Temperature | .2 Variable $420 219 kWh 50% 33%

Control

Nonlinear Variable | Variable $410 210 kWh 52% 36%

The solo mass flow ratontrol, solo temperature control, and combined mass flow
rate and temperature control are compared to the results of a typical Rule Based
Controller (RBC).

All three MPC control cases show savings compared to the RBC. The combined
mass flow rate and terapature control case shows the best savings, as expected.
Having two design variables, which equates to a stronger actuator for the HVAC
system in this case, allows for more cost savings.

The mass control case is considerably more expensive than thedamgeontrol

case. This is because some air must always flow into the zone to meet ventilation
requirements. So, even during hours when power is expensive, some air must be
heated to the chosen set point. In the temperature control case, the supply
tempeature can be set equal to the room temperature during houre piweer is
expensive, and anecirculats without heating, which minimizes this problem. The
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combined case has this same advantage, plus the ability to more strongly actuate by
increasing bdt mass flow rate and supply temperature during times with cheap
power.

A detailed comparison of the thr&#PC cases is shown in Figures 3413d 314

These plots compare the hourly power consumption of each case. We once again
clearly seevhere the advdage of combined mass flow rate and supply temperature
control comes from, and the disadvantage of rflassrate control Massflow rate

control and temperature control must run the HVAC more during hours when price
is relatively high. The combined coritrcase can restrict actuation to hours with
relatively price and still remaim temperature bounds, since the HVAC system

able to actuate more strongly during those hours.

Hourly Power Consumption Comparison
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Figure 313 Comparison of hourly power consumptions.
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Hourly Price Profile Comparison
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Figure 314: Comparisn of hourly run cost.

The previous results show that there is a clear advantage to utilizing optimal control
for the buildingOs HVAC system. All three optimal control cases show substantial
savings compared to the rule based control case.
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3.6 Price Optimization with Battery Energy Storage

In the preceding results, the cost of running the HV&Gtem was decrsad by
using anoptimal control algorithmThe hardware used in the energy management
systemwas not changed from thiegase RBC case.The nextstep is tofurther
increase the systemOs performance by adding an energy stystem to the
building.

Adding Energy Storage Systems (ESS) can increase the performance of smart
buildings. ESS can store energy from renewable energy sources for lat€hese.

can also be used to store power from the grid during hours with low price or low
demand, and then used to power the building during later hours when drawing
power from the grid would be more expensive.

Energy storage has beeniliéd in previous MPCstudies. This study will
incorporate battery energy storage with the combined control of the HVACOs mass
flow rate and supply temperature.

A model was developed to simulate the systeith the addition of a batterylhe

model for the LGChembattery was mviously developed and presented in Chapter

2. The map for this batteryOs maximum charge and discharge power was available in
the batterymanual [26]Using this model, the new optimization problem is:

1"# |,|r|_|”| ”|'"# I 'Ilr'||| ||'| H (312)

subject to:
!!!!!!!!! !!!!!!!!! !!!!!!!! !!!!!!! (313)

TR NTNET (3.14)

T R (3.15)

Ly V1T (3.16)

LN RTRTRITE R RN N T (3.17)

h!!!!!!_!!!!!! !!!!!!!!!_!!!!!! !!!!!! (318)
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DU N ! Mrsswes 1rws (3.20)

PE Vowgrvws o, P 0D (3.21)

Yy ! (3.22)

Here, SOC is the state of charge of the battegFs the power to charge the
battery, RischargdS the power discharged from the battery, V is the voltage across the
battery, G is the capacity of the batterymBicharge is the upper limit on power to
charge the battery andiRdischargeiS the upper limit on the discharge power of the
battery. G is the current of the battery. The remaining symbols share definitions
with the problenformulation from Equations 3.1 th11.

Where theobjective function is defined using a ndamergy Index:

LSO OO Teee WO Veagress 1] (3.23)

Where
OO INOINNO] (3.24)
NOINMHOITAINOINNO] (3.25)
LD (3.26)

The systenwas simulated with the addition of the battery. Combined mass flow rate
and supply temperature control was chosen since it gave the best performance out of
the preceding results.

The room temperature profile is shownFigure 3.15The room temperature sty
within the specified comfort constraints over the 24 hour period shivane isless
preheanhg when compared to the simulations without battery storage.
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Figure 3.15Room Temperature profile for ESS simulation

Figure 3.16shows the net energy floper hour between the grid, HVAC system,

and battery. This figerillustrates how the battery benefits the system performance.
The battery is charged at an hour early in the morning when the price is low. At the
same time, the HVAC system is strongly atédato preheat the building. Then, the
battery is used during the day to power the HVAC system, and maintain comfort in
the room, without drawing large amounts of power from the grid. The battery is then
charged in the late afternoon when it meets its mumn SOC valueNegative
energy values in Figure 3.16 represent energy discharging from the battery to power
the HVAC system.
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Figure 3.17llustrates that the demand on the grid for power is concentrated on the
hours where the price of power is low. The same concentration in power
consumption was present in the system without the battery. The difference is that
some of the power is used to charge the battery instead of directly heating the room.
The power is the used at a later time by the HVAC system. This reduces the
amount of preheating by the system, which means less energy is wasted heating the
room more than necessary. This allows for savings in both cost and energy
consumption.
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Figure 3.17Hourly Electicity Consumption with Battery ESS

The batteryOs state of charge (SOC) is shovigime 3.18 When the battery is
charged early in the day, the SOC increases to its upper limit. The battery then is
used over the next several hours to power the HVACesysiand the SOC
decreases. The trend in SOC clearly aligns with the power flow of the battery.
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Figure 3.18 Battery SOC over the day
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The cost and energy consumption results are shown in Table 3.2.

Table 3.2: Results of Price optimization with Battery fggeStorage,
compared to the RBC results, and MPC with the battery storage system.

Control | Monthly Cost Daily Electricity Cost Saving (%) Energy Saving (%)
Mode Consumption

RBC $850 326 kwh - -

Price $405 209 kwh 52.3% 35.8%

Control

with ESS

Price $410 210 kwh 51.7%%6 35.6%

Control

The results show that the battery storage system is able to reduce the monthly cost
of running the HVAC system, while increasing the energy efficieHoyvever, the
performance increadeom energy storages small compared tthe effect of using
optimal control. These results would show that the control algorithm has a much
larger impact on the system performance than adding an energy storage system. The
type of battery being used in the model may be impacting this resul batiery
designed explicitly for use in building energy storage could have properties which
would show better performance.
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3.7 Comparison Using Energy Cost Function

A special case of the previous results will be considénechses where the price of
electricity is static instead of dynamic, the problem reduces to optimizing the energy
consumption In this case the cost is set to a constantevaler the optimization
domain.

The optimization problem can be stated as:

g e L LT |!!| L Im3.27)

subject to:
o B0 R B0y (3.28)
TRRTR AN ATRET Y Hnnmnmm"m - nnnne3.29
Loyt (3.30
[ ETRTRTT I FIR TR T (331
NIRRT AR NIRRT AR SRR !T!!!!!+gt+k|t (3.32
Errrge! €y 1! (3.33

Theobjective function is defined using the Egyeitndex(le):

I, = X220[Pn(t) + P.(8) + Pr(0)] (3.39
Where
Py (t) = m] (£)cp air [Tn(t) — T, (8] (3.39
Pe(t) = my () cp,qir [T, (t) — T ()] (3.39
Pr(t) = y(m])3 3, 37)
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Note that the term for dynamic prignis now absent from the optimization
problem.All symbols retain their defintions from Equations-3.11.

The system was simulated for energy optimization using supply temperature control,
mass flow rate control, and combined supply temperature and fioas rate
control. Figure 3.1%hows a comparison of the daily energy consumption of each
simulation.

Energy Optimization Power Electricity Consumption Comparison
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Figure 3.19 Energy optimization comparison

The combined mass flow rate and supply temperature control case has the strongest
maximum actuation and héise highest peak hourly energy use. The effect of these
different contrbmodes is compared in Table 3.3
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Table 3.3: Comparison of Control Modes for Energy Optimization

Control Mode | Mass Supply Daily Electricity | Energy Saving
Flow Temperature Consumption (%)
Rate ©)
(kg/s)
RBC 0.2 Variable 326kWh -
Mass Control | Variable |25 225 kWh 31%
Temperature | 0.2 Variable 200 kWh 3%
Control
Mass and Variable | Variable 194 kWh 40.4%
Temperature
Control
(Nonlinear
Case)

The results show that the combined midss rate and supply temperature control
case has the best performance. As in the price minimization case, the additional
control variable leads to higher relative performance. Mass control has the worst
performanceof the three optimal control formulatienThis is again due to the
minimum mass flow rate required to meet ventilation requirements.

A comparison of the price results shown in Table 3.1 and 3.3 highlights the scenario
where of combined mass flow rate and supply temperature control has tlestgreat
advantage. Under dynamic pricing, the nonlinear case has a 2% price advantage
over the linear supply temperature control problem. In energy optimization with flat
pricing, the price advantage (which is equivalent with the energy advantage under
flat pricing) is 1.4%. The nonlinear problem has a greater advantage under dynamic
pricing. The additional strength of the actuator yields better results in both
scenarios, but the nonlinear controller shows more promise in a dynamic pricing
environment.
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Chapter 4
4 Building to Grid Optimization

4.1 Limitations of Building-level Control

The cantrol algorithm proposed in Chaptem&s able to successfully decrease the
cost of running the building®s HVAC system through MPC. But, cost is not the only
consideration when dgging a smart grid. In Figure.4, the building load profile

for the building under price control is shown. This load profile includes the required
HVAC load, and the base building load from lighting and appliances. Also shown is
an example of a possible maximuoad which can be provided by the electric grid.
For more information on how the maximum load profile is calculated, refé6lo [

Buliding Load Comparison
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Figure 41: Price control load profileThe maximum feasible power load is violated.
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In this case, the load violates theaximum allowable load. Since the objective
function does not consider the size of the peak load in any way, this is not
surprising. This issue will be motivation to develop a new control algorithm which
considers the effect of the grid.

4.2 Grid Integration

Balancing the power load is an important goal for the power distribution grid
operator. Successflbad balance and regulation haveraxiety of factors. Power
provided by renewable energy sources (wind, PV panels) is variable and increases
the complicaton of the system. Large peak loads can require extra infrastructure in
order to fully provide the demanded load. In order to maintain a balanced load, it is
beneficial to employ load balancing and curtailment strategies.

In the previous chapterOs resuhe objective was focused on providing savings for
the consumer in the power grid. For example, the objective under price control was
to maintain temperature comfort constraints while minimizing cost to the consumer.
This benefits the individual cons@em but does not necessarily benefit the power
supplier or the performance of the power grid as a whole.

To study the optimization effects on the grid, a model for building to grid (B2G)
interaction must be considered. The power grid is modeled as a taxhsgstem of
nodes. Buildings can be connected at any node and draw a load from the grid. This
system is illustrated in Figure2
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Another approach is to focus optimization on the performance of the grid as a
whole. The power supplier benefits if the grid load is relatively flat over time. High
demand at peak times requires more infrastructure, which is wasted peakff
times. ldeally, demand would be constant, and allow for optimal use of all power
generatn sources at all times.
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4.3 Load Factor Optimization

In order to achieve this goal, the concept of the load factor will be introduced into
the optimization. Load factor is defined as

oy (4.1)

Where!, lis maximum power is load and-; is the average power load. In the
problem formulation, load factor can be maximized by minimizing the infinity norm
of the building loadTo maximize load factor, the MPC problem daformulated

as:

g T ! |!_!||! (4.2)

subject to:
Povvvan UV Wyn + Bugy ¢ + Ediggen (4.3)
STRRTR R NIRRT (4.4)
g ! by DT (4.5)
U ! Yyl 8U 4. 6)

h!!!!!!_!!!!!! !!!!!!!!!_!!!!!! !!!!!! (47)

!_!!!!!!!_!!!!! . (48)

Here! is the weight on the load factor in the objective function and LF is the load
factor. The remaing symbols retain their defintions from Section 3.1.

Note that price is not considered in this objective funcfidre objective function
now only has terms dependent on the infinity norm on the power consumption, and
a penalty for violation of the rootemperature soft constraints.
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Figure 4.3 shows the room temperature profile for a simulation using the load factor
optimization algorithimThe overall bulding load is relatively constant compared to
the previous price and energy optimization simulations.

Load and Temperature Profiles for Load Factor Objective Function
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Figure 4.3: Temperature profile and load profile for Load Factor Control

As expected, the building load profile is very steady when load factor optimization
is employed. The temperatureises to the daytime minimum and is maintained
there to maintain a constant load. In Figdré, the electricity consumption used
under load factor control is shown.
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Hourly HVAC Electricity Consumption for Load Factor Control
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Figure4.4: Electricity Consumption Profile for Load Factor Control

We can see frorthe electricity consumption that the consumed power is higher in
the morning to reach the daytime minimum temperature, in order to maintain the
comfort constraints. Once this temperature is reached, the load stays constant.

In Figure4.5, the load profilefor price and load factor optimization are compared.
The advantage provided to the grid distributor is clear; the balanced load is easier
for the grid to manage and provide. By using the load factor objective function, the
nodal load factor of the node hgicontrolled is improwe to .85. This results in a

130% improvemenhover the nodal load factor of .3@sulting from the price control
results.
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Buliding Load Comparison
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Figure4.5: Comparison of load profiles between price control and load factor
control

In Figure 4.6 there $ a comparison of the hourly price of running the HVAC
systems for the cases with price and load factor as the objective function. This
illustrates the advantage provided by the price control objective fun&younsing

load factor control, the monthly sbof running the HVAC system increases from
$410 to $725.

The comparison of results between Load Factor and Price optimization is shown in
Table 4.1 below.
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Functions
Objective Monthly Cost | Node Load
Function Factor
Load Factor | $725 ..85
Price $410 37

Table 4.1: Comparison of Loa@é€tor and Price Optimization Objective

Hourly Cost for Combined Mass and Temperature Control
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Figure 46: Comparison of price profiles between price control and load factor
control

Under price control the system only actuates during hours with low price. The load
factor cantroller maintains a constant load regardless of price, which has a large
impact on price during peak hours where the dynamic pricing is high.
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4.4 Building to Grid Integration

The previous results illustrate the tradeoff between load factor and price
optimization for the smart grid. Maximizing the load factor benefits the distributor,
but has a negative impact of the price for the consumer. In order to find a solution
which benefits both the consumer and grid supplier, another approach can be taken
which stikes a balance between maximizing the load factor and minimizing HVAC
run cost. The objective function can directly consider both price and load factor,
with weightson eachThe MPC problem in this case is:

"% teelalle  Phyn) + B/LF + p(Ech +|er] )) (4.9
subject to:
Xeprgre =ALon DU hn Dy (4.10)
YRR NIRRT (4.11)
Do b Uy < U (4.12)
OU < Upyisnfe — Uepre < OU 1 1IN (4.13)
Tivie — Erarje < Vewrje < Tt+k|t + gt+k|t (4.14)
Errte Eerren || (4.15)

Herea is the weight on the monatary run cost of the HVAC system. The remaining
symbols retain theidefinitions from the load factor control formulation in 4.B.

By varying the weights in the objective function, the system can be tuned to more
strongly consider either price or load factor. This tuning proaessperformed by
varying the# and $ values over a chosen range. The range of values was chosen
such that the system would maintain a comfortable®am temperature during the
optimization. Figurel.7 shows the HVAC run cost surface over this tuning range.
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HVAC Run Cost Map

Monthly HVAC Run Cost ($)

Figure4.7: Surface of NAC Run cost over tuning space of objective function
weights Points colored red violated the room comfort constraints and were not
considered as viable solutions.

Increasing théf valuein the objective function decreases the run cost, as expected.
The ed regionin Figure 4.7are points where the comfort constraints were not met.
If price is of higher priority than load factor, this map can be used to choose
appropriate tuning parameters.

Figure4.8 shows the load factor surface over this tuning range.
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Load Factor Tuning Map

Nodal Load Factor

Figure4.8: Surface of load factor values over space of objective function weights
Points colored red violated the room comfort constraints and were not considered as
viable solutions.

Increasing the$ value in the djective function increases the load factas
expected. The red regiom Figure 4.8are points where the comfort constraints were
not met. If load factor is the only objective, this map can be used to choose

appropriate tuning parameters

This tuning process can be used to find weights which give optimal performance.
Some metric must be defined to form the basis for this comparison. We will define

the comparative indexdm:

g 1 ML —— 1 11 ] e 11 (4.16)

. !n'#$ " YS!

where Pr is the cost in dollars to run the HVAC systemiskgis the cost to run the
RBC controller, and Lfwde is the nodal load factorl,om allows for a fair
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comparison of ta performance between points. The performance metric over the
tuning space are shown below in Figdr@.

fPerformance: Tuning Map

norm

Performance Index, |

Figure4.9: Surface of performance metric values over space of objective function
weights

The system shows better performance when both # ané $hemeased. This is
because the weight on the terms used to measure performance, price and load factor,
are increasing compared to the weight assigned to the soft comfort constraints. The
points shown in red are areas where the room temperature confsttanats are

not satisfied during the optimization. This occurs as the weights on performance
increase compared to the constant weight on comfort. Excluding the points where
comfort constraints were not met, the performance index was highest at the point:

GRID YRR
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The performance of this control mode with thésend$ settings can be compared

to other control modes. Using this same tuning parameters, the controller was
simulatedwith the three optimal control modesed in Chapter and the rasits

were comparedr-or solo mass flow rate and solo sypmperature control, the
samesettings were used as@hapter 3Theresults are shown below in Tall£.

Table 4.2 Comparison of B2G results

Control Monthly Cost | Node Load | Normalized
Mode Factor Index
Mass Control | $516 .59 51
Temperature | $493 74 .60

Control

Mass + Temp | $457 71 .61

Using the performance index as a metric, combined mass and temperature control
has the best performancd&his is expected, since the combined mass and
temperéure case has an extra control variable when compared to the other two
simulations, and should at worst have equal restihe.combined mass flow rate

and temperature control results ah®wnin Figure4.10.
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Temperature Profile With B2G Objective Function
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Figure4.10: Temperature profile result®m simulated using tuned B2G control
ey pore e I

The amount of hours with high actuation is large compared to the price objective
function. The temperature profile does not always track the lower limit because the
objective funtion is not only attempting to minimize price, but also maintain a
constant load.

The load profile from the B2G control mode is shown in Figuid.
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Building Load Using B2G Control
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Figure4.11: Load profile results from simulation using tuned B2G control.

Using the B2G control moddye building load stays under the feasible load allowed
by the grid. This shows the advantage of considering load factor in the objective
function compared to price control. Price control does not directly consider this
constraint, so may violate the maximdeasible load.
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Figure 4.12 illustrates the difference in using the B2G objective function. Since
price is considered in the objective function, the controller uses more power at times
when the price is low. Comparing to price control, power lsadistributed more
evenly over these hours. This means that the price increases, but the more even

distributed load increases load factor. This comprise is the general idea behind the
B2G index.

Electric Power Consumption Profile, B2G Control
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Figure4.12: Electricity consumption results from simiiga using tuned B2G
control
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4.5 Objective Function Comparison

The following figures compare three objective functions: price control, load factor
control, and the B2G index. The compromise provided by the B2G index is clear. A
balance is found betweemiqritizing price and load factor, and both the consumer

and grid distributor benefit.

Figure 4.13 shows a comparison of the load profiles under price control, B2G
control, and load factor control. The load factor control shows a relatively flat load.
There are very large spikes in the price control load, corresponding to hours with
cheap power. The B2G controller shows a compromise between these. There is
more variation in the load than in the load factor load profile, but it eliminates the
large spikes tat occur when load factor is not considered at all.
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Figure 413: Comparison of load profilegith three different MPC controllers

64



Figure 414 shows a comparison of the HVAC run cost under price control, B2G
control, and load factor control. The loaatfor controller does not consider price,

so cost becomes large during the hours when price is large. The price controller only
uses power during hours where the cost is very low. The B2G controller shows a
compromise between these. The heating scheduteis evenly distributed over

time than in price control, since price is still considered, the electrical consumption
becomes small during hours with relatively high price.
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Figure4.14: Comparison of cost of electricity consumptionthree different ME
controllers

Using the B2G control mode has multiple benefits for the system performance. The
system shows price and energy savings compared tbagk or load factor

control, which benefit the consumer. The system also avoids the large spikes in the
hourly power consumption which are present during the price control mode, which
benefits the grid distributor. This balance makes B2G optimization an attractive
option for both consumer amebwer griddistributor.
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Chapter 5

5 Conclusions and Future Work

5.1 Conclusions

The goal of this study was to design MPC algorithms to control building HVAC
systems in a smart grid environmeBtilding HVAC systems account for a large
portion of U.S. energy consumption. Using an MPC control algorithm allows to
building to leveage aspects of Smart Building and Smart Grid technology to
increase efficiency, benefiting both the consumer and the grid as a whole.

First, the objective was to design a control algoritihich minimized the cost of
running the HVAC system. This methodlys on foreknowledge of the hourly
dynamic price of power.

Three different scenarios of MPC were considered for price minimization. The
control variables for actuating the HVAC system varied between each of the three
scenarios.These were mass flow ratentrol, supply temperature control, and
combined mass flow rat@nd supply temperature control. The results show that all
cases of MPC have performance advantages ovebasked controlUnder dyanmic
pricing, the performance of the system increased Hgast 39% under all three
control modes, when compared to the RBOmbined supply temperature and mass
flow rate control shows the best performanceaduhe three MPC control modes in

all scenarios. Combined mass flow rate and supply temperature Ichattoa
performance increase of 2% over supply temperature contol, and a performance
increase of 13% over mass flow rate control.

These results shothat the extra control variable available in the combined mass
flow rate and supply temperature controleésads to a lower cost result from the
optimization. This is because the actuator is stronger during hours when the cost of
power is low.

Next a battery storage model was integrated into the smart building simulation. The
model for the battery was devekap and placed into the dynamics of the
optimization problem.These results showhat there is an increase in system
performanceof .6% when battery storage is includeddhen compared to MPC
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without battery storage. When compared to RBC, the MPC contrallerbattery
storage showed performance increases of over 30#&system is expectedgbow
even further gains if datterywith SOC charateristics designed for building energy
usagewere applied to the problem.

Next, the objective function was changeenh price optimization to energy
optimization. The goal was to minimize the amount of energy used by the HVAC
system. Once again, mass flow rate control, sugpinperature control, and
combined supply temperature and mass flow rate control were companst. flat
pricing, the performance of all three MPC control modes exceed that of the RBC by
over 30%. These results shothat the advantage of having more control over the
system extends to this case with an energy costtiim The extra actuation
flexibility afforded the system leads to stronger performance. All MPC cases
compared favorably to the @ff controller, showing thegeneral advantage of
optimal modelbased control over more traditional control methods for BEMS.

The scope of the project wasther expanded by considering the Smart Building as
a node in a Smart Grid environmenheTlprevious price and energy optimization
has clear benefits in cost savings and energy efficiency from theepevspof a
power consumer. By considering factorscls as the peak energy usage, the
optimization can benefit both the power consumer and the grid operator.

The optimization problem was formulated to minimize the load factor. These results
showed that using MPC allowed for the building to use a much nedesmded
amount of energy hour to hour, compared to the traditional controller. This flat load
profile benefits the power grid.

Finally, an optimization problem was formulated to benefit both the grid operator
and energy consumer. In B2G control, the objecis to minimize a weighted
average of the price of power and the buildingOs load factor. Weights for this
objective function were chosen through a tuning process.results showed that
using the B2G objective function for MPC showeshefits when congred to using

the run cost objective functiofhe B2G controller was able to stay within load
constraints for the system, while the price contoller wasTi@.B2G control found

a balance between price optimization and load factor optimization whicfittezhe

both sides. Large peaks were eliminated from the power load, and the profile was
still scheduled in a way which avoiding power draw during hours with a very high
price.When comparing the three control modes of supply temperature control, mass
flow rate control, and combined mass flow rate and supply temperature control
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when applied to B2G control, combined mass flow rate and supply temperature
control had the best performance. Combined mass flow rate and supply temperature
control had a 1.7% perfoiance increase over supply temperature control and a 20%
performance increase over mass flow rate control.

5.2 Future Work

There are interesting ways this work may be expanded upon in the ftherenost
revlavent extensions focus on additional work usngrgy storage systems and an
experimental validation of the simulated results.

The battery storage system showed a small increase in performance during price
optimization. It may be that larger gain could be found by changing the type of
battery modeledThe battery chosen may not be the most optimal for the building
energy storage scenario. A higher capacity battery would likely allow for further
increases in performance. These simulations with an updated battery model would
be one extension of this work.

The building to grid optimization results could also be expanded on. The battery
storage model could be implemented in this scernario. The B2G index optimization
with battery storage could be compared to the optimization without battery storage
to see howhe addition of the battery system could benefit the grid as a whole.

Finally, the results of this study could be experimentally validated. The thermal
model used has been experimentally validated. The next step is to implement the
control logic in reakime in an actual Smart Building.
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Appendix A State Space Model

The matices for the state space model developed in section 2.3 are shown in full
below.
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Appendix B Thesis Files Summary

The following files were used to prepare this thesis.

Table B.1: MATLAB Simulation Files

File Name Description

RBC.m Rule based controller
simulation

TempContPrice.m Price optimization with
temperature control
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MassContPrice.m

Price optimization with
mass flow rate control

NonlinContPrice.m

Price optimization with
combined mass flow
rate aml temperature
control

ESSPriceMPC.m

Price optimization with
battery energy storage
model added to HVAC
system

TempContEng.m

Energy optimization
with temperature
control

MassContEng.m

Energy optimization
with mass control

NonlinContEng.m

Energy optimizéon
with combined mass
flow rate and supply
temperature control

LoadFactorMPC.m

Load Factor
optimization with
combined mass flow
rate and supply
temperature control

B2GMPC.m

Building to Grid index
optimization

Table B.2: Input Datdiles

File Name

Description

Sl-DataSheet.xls

Sensor outdoor

temperature data from
Feburary 2012 used as
input to model.

Dynamic_Pricing.xls

Dynamic Pricing
Profile

Base Load.xls

Base power load of the
building, added to
HVAC load

Power.xls

Maximum allowable
power load ér each
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node in grid

Power LF.xlIs

System load Factor

Table B.3:

Date Output Files

File Name

Description

MassFlowTune.xls

Tuning data for supply
temperature control.

SupplyTempTune.xls

Tuning data for mass
flow rate control

Table B4: MATLAB Figure Files

File Name Description
RBCTempProf.fig Figure 3.1
RBCPowerComp.fig Figure 3.2
TempPriceTempProl.fig Figure 3.4
TempPricelnputs.fig Figure 3.5
MassPriceTempProf.fig Figure 3.7
MassPricelnputs.fig Figure 3.8
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NonlinPriceTempProfig Figure 3.9

NonlinPricelnputs.fig Figure 3.10
NonlinPricePower.fig Figure 3.11
NonlinPriceCost.fig Figure 3.12

PriceContComparePower.f

Figure 3.13

PriceContComparePrice.fig Figure 3.14
ESSEnergyFlow.fig Figure 3.16
ESSPower.fig Figure 3.17
ES$BattSOC.fig Figure 3.18
EnergyCompare.fig Figure 3.19
LoadViolation.fig Figure 4.1
LFContTempProf.fig Figure 4.3
LFContPower.fig Figure 4.4
PriceLFLoadCompare.fig | Figure 4.5
PriceLFCostCompare.fig | Figure 4.6
TunePrice.fig Figure 4.7
TuneLF.fig Figure 4.8
TuneB2G.fig Figure 4.9
B2GtempProf.fig Figure 4.10
B2GloadProf.fig Figure 4.11
B2Gpower.fig Figure 4.12
CompareB2Gload.fig Figure 4.13
CompareB2GPrice.fig Figure 4.14
Table B.5 Image Files
File Name Description
Lakeshore.jpg Figure2.1
SystemSchem.png Figure 2.2
RCmodel.png Figure 2.3
HVACSys.png Figure 2.4
ModelValidation.jpg Figure 2.5
MPC.png Figure 2.6
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PowerMap.jpg Figure 2.7

SupplyTempControlMassTune.jg Figure 3.3

MassControlTempTune.jpg Figure 3.6

SmartGrid.jpg Figure 4.2
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